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Thank you for purchasing this Ameri-Towne building kit!
We are proud to present this high quality product manufactured in the U.S.A.
This product is made of high-impact polystyrene and will not warp or discolor.
Revised 2/19

MATERIALS INCLUDED:
1 Front Wall			
1 End Wall w/Window		
2 Roof Pieces

1 Back Wall
1 End Wall w/Door

ASSEMBLY MATERIALS NEEDED:

Solvent Cement such as Plastruct Plastic Weld (orange label), Testors Liquid Cement or equivalent.
#600 grit Wet-Or-Dry sandpaper		
Testor’s #1260 Dullcote spray paint
Your choice of paints

TOOLS NEEDED:

X-acto modeler’s hobby knife or equivalent: #1 or #2 handle
X-acto blades or equivalent:
#17 (#1 handle) or #18 (#2 handle)
Modeler’s file (single-cut smooth)
Several Large Rubber Bands
Scotch tape

ASSEMBLY INSTRUCTIONS

(READ ALL INSTRUCTIONS BEFORE DOING ANY ASSEMBLY)

PREPARATION:

This kit is made from high-impact polystyrene. The individual pieces are on plastic
“sprues”. Carefully remove each piece from the sprue with an X-acto hobby knife or
equivalent cutting tool. Be careful to cut only the plastic on the sprue and not the
part. Try making your knife cuts well away from the part until you have the part free
of the sprue. Then make some trim cuts to remove any small pieces of plastic still
attached to the part. Carefully cut or file away any molding flash that may be on any
window or door openings.

PAINTING:

Thanks to our friends at Model Railroad Hobbyist magazine and author Joe Fugate,
you can download his Guide to Acrylic Painting in a Post-Floquil World. Go to
www.ogaugerr.com/kits to download this paint guide.

ASSEMBLY:
1. The front and rear walls fit between the two end walls. Begin by placing an end

wall behind or inside of a back wall, and “tack” it in place with a couple of drops
of solvent cement. This solvent actually dissolves or “welds” the plastic on the
mating pieces, and requires a few seconds to harden. Set them upright while the
cement hardens. Adjust the two wall pieces so that the corner joint is as close to
90 degrees as possible.

2. Do the same with the other end wall and the front wall. Once both assemblies

have had a chance to harden, “tack” the two assemblies to each other matching
up the front and back walls inside the end walls.

3. Once this has hardened, place a large rubber band around the structure at two or

three points between the top and bottom of the walls.

4. Using the brush in the cement bottle, apply some more solvent cement through-

out the interior of the corners while the rubber bands are in place. Repeat this
procedure on the interior of all four corners of the building. Use the solvent sparingly, and be careful not to let the solvent flow through the corners to the outside
of the building. During this time, you will be able to adjust the corners of each
wall piece so that they meet right on the outside edge.

5. File or scrape the underside of the top edges of the two roof pieces so that they

are slightly beveled on the underside. Position the two roof pieces over the peaks
on the end walls. While doing this, position the roof pieces so that the peak edge
of each piece meets evenly at the top. “Tack” the roof pieces on the end walls
and along the underside of the peak with a few drops of cement. Hold them
together temporarily until they set up. After the two pieces have hardened, carefully turn the whole assembly over and add more cement as needed inside the
building along the underside of the roof peak. Also add cement along the top
edges of the walls where they touch the roof panels. The assembly of your building is now complete.

Congratulations, your Ameri-Towne Trackside Shed is complete!

FINAL FINISHING:
1. If you are going to paint the windows, doors, and roof, now is the time to do that.
2. When all painting is complete and the paint is thoroughly dry, spray the entire outer
surface of the finished building structure with Testor’s #1260 Dullcote aerosol spray
paint. This will seal all colors and plastic surfaces and they will dry to a flat finish.
3. This will allow you to further age the building with other acrylic paints or chalks, if
you prefer.

Additional Kit Bashing Parts
#36 Stone Wall (5 Pieces) $4.95

#39 Steps & Handrail $7.95

#38 Loading Dock $3.95
#32 Set of
5 Cornices
$7.95

#34 Sidewalks (2 Pieces) $4.95

Don’t forget to log onto the O Gauge Railroading On-Line Forum at ogrforum.ogaugerr.com and
discuss your building kit projects with others from around the world. The O Gauge Railroading
On-Line Forum is a wonderful source of ideas and friendships in the O gauge hobby.
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